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July 1, 2008, that do not meet the
standards applicable to non-emergency
engines, the owner or operator of must
keep records of the hours of operation
of the engine that is recorded through
the non-resettable hour meter. The
owner or operator must document how
many hours are spent for emergency
operation, including what classified
the operation as emergency and how
many hours are spent for non-emer-
gency operation.

(c) Owners and operators of sta-
tionary SI ICE greater than or equal to
500 HP that have not been certified by
an engine manufacturer to meet the
emission standards in §60.4231 must
submit an initial notification as re-
quired in §60.7(a)(1). The notification
must include the information in para-
graphs (c)(1) through (5) of this section.

(1) Name and address of the owner or
operator;

(2) The address of the affected source;

(3) Engine information including
make, model, engine family, serial
number, model year, maximum engine
power, and engine displacement;

(4) Emission control equipment; and

(5) Fuel used.

(d) Owners and operators of sta-
tionary SI ICE that are subject to per-
formance testing must submit a copy
of each performance test as conducted
in §60.4244 within 60 days after the test
has been completed.

(e) If you own or operate an emer-
gency stationary SI ICE with a max-
imum engine power more than 100 HP
that operates or is contractually obli-
gated to be available for more than 15
hours per calendar year for the pur-
poses specified in §60.4243(d)(2)(ii) and
(iii) or that operates for the purposes
specified in §60.4243(d)(3)(1), you must
submit an annual report according to
the requirements in paragraphs (e)(1)
through (3) of this section.

(1) The report must contain the fol-
lowing information:

(i) Company name and address where
the engine is located.

(ii) Date of the report and beginning
and ending dates of the reporting pe-
riod.

(iii) Engine site rating and model
year.
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(iv) Latitude and longitude of the en-
gine in decimal degrees reported to the
fifth decimal place.

(v) Hours operated for the purposes
specified in §60.4243(d)(2)(ii) and (iii),
including the date, start time, and end
time for engine operation for the pur-
poses specified in §60.4243(d)(2)(ii) and
(iii).

(vi) Number of hours the engine is
contractually obligated to be available
for the purposes specified in
§60.4243(d)(2)(ii) and (iii).

(vii) Hours spent for operation for the
purposes specified in §60.4243(d)(3)(i),
including the date, start time, and end
time for engine operation for the pur-
poses specified in §60.4243(d)(3)(i). The
report must also identify the entity
that dispatched the engine and the sit-
uation that necessitated the dispatch
of the engine.

(2) The first annual report must
cover the calendar year 2015 and must
be submitted no later than March 31,
2016. Subsequent annual reports for
each calendar year must be submitted
no later than March 31 of the following
calendar year.

(3) The annual report must be sub-
mitted electronically using the subpart
specific reporting form in the Compli-
ance and Emissions Data Reporting
Interface (CEDRI) that is accessed
through EPA’s Central Data Exchange
(CDX) (www.epa.gov/cdr). However, if
the reporting form specific to this sub-
part is not available in CEDRI at the
time that the report is due, the written
report must be submitted to the Ad-
ministrator at the appropriate address
listed in §60.4.

[73 FR 3591, Jan. 18, 2008, as amended at 73
FR 59177, Oct. 8, 2008; 78 FR 6697, Jan. 30,
2013]

GENERAL PROVISIONS
§60.4246 What parts of the General
Provisions apply to me?

Table 3 to this subpart shows which
parts of the General Provisions in
§§60.1 through 60.19 apply to you.
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§60.4247
MOBILE SOURCE PROVISIONS

§60.4247 What parts of the mobile
source provisions apply to me if I
am a manufacturer of stationary SI
internal combustion engines or a
manufacturer of equipment con-
taining such engines?

(a) Manufacturers certifying to emis-
sion standards in 40 CFR part 90, in-
cluding manufacturers certifying emer-
gency engines below 130 HP, must meet
the provisions of 40 CFR part 90. Manu-
facturers certifying to emission stand-
ards in 40 CFR part 1054 must meet the
provisions of 40 CFR part 1054. Manu-
facturers of equipment containing sta-
tionary SI internal combustion engines
meeting the provisions of 40 CFR part
1054 must meet the provisions of 40
CFR part 1060 to the extent they apply
to equipment manufacturers.

(b) Manufacturers required to certify
to emission standards in 40 CFR part
1048 must meet the provisions of 40
CFR part 1048. Manufacturers certi-
fying to emission standards in 40 CFR
part 1048 pursuant to the voluntary
certification program must meet the
requirements in Table 4 to this subpart
as well as the standards in 40 CFR
1048.101.

(c) For manufacturers of stationary
SI internal combustion engines partici-
pating in the voluntary certification
program and certifying engines to
Table 1 to this subpart, Table 4 to this
subpart shows which parts of the mo-
bile source provisions in 40 CFR parts
1048, 1065, and 1068 apply to you. Com-
pliance with the deterioration factor
provisions under 40 CFR 1048.205(n) and
1048.240 will be required for engines
built new on and after January 1, 2010.
Prior to January 1, 2010, manufacturers
of stationary internal combustion en-
gines participating in the voluntary
certification program have the option
to develop their own deterioration fac-
tors based on an engineering analysis.

[73 FR 3591, Jan. 18, 2008, as amended at 73
FR 591717, Oct. 8, 2008]
DEFINITIONS
§60.4248 What definitions apply to this
subpart?

As used in this subpart, all terms not
defined herein shall have the meaning

40 CFR Ch. | (7-1-14 Edition)

given them in the CAA and in subpart
A of this part.

Certified emissions life means the pe-
riod during which the engine is de-
signed to properly function in terms of
reliability and fuel consumption, with-
out being remanufactured, specified as
a number of hours of operation or cal-
endar years, whichever comes first.
The values for certified emissions life
for stationary SI ICE with a maximum
engine power less than or equal to 19
KW (25 HP) are given in 40 CFR 90.105,
40 CFR 1054.107, and 40 CFR 1060.101, as
appropriate. The values for certified
emissions life for stationary SI ICE
with a maximum engine power greater
than 19 KW (256 HP) certified to 40 CFR
part 1048 are given in 40 CFR
1048.101(g). The certified emissions life
for stationary SI ICE with a maximum
engine power greater than 75 KW (100
HP) certified under the voluntary man-
ufacturer certification program of this
subpart is 5,000 hours or 7 years, which-
ever comes first. You may request in
your application for certification that
we approve a shorter certified emis-
sions life for an engine family. We may
approve a shorter certified emissions
life, in hours of engine operation but
not in years, if we determine that these
engines will rarely operate longer than
the shorter certified emissions life. If
engines identical to those in the engine
family have already been produced and
are in use, your demonstration must
include documentation from such in-
use engines. In other cases, your dem-
onstration must include an engineering
analysis of information equivalent to
such in-use data, such as data from re-
search engines or similar engine mod-
els that are already in production.
Your demonstration must also include
any overhaul interval that you rec-
ommend, any mechanical warranty
that you offer for the engine or its
components, and any relevant -cus-
tomer design specifications. Your dem-
onstration may include any other rel-
evant information. The certified emis-
sions life value may not be shorter
than any of the following:

(i) 1,000 hours of operation.

(ii) Your recommended overhaul in-
terval.

(iii) Your mechanical warranty for
the engine.
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